
Re
lea

se
 da

te:
 20

19
-04

-0
2 1

3:4
7

Da
te 

of 
iss

ue
: 2

01
9-0

4-
02

18
40

49
_e

ng
.xm

l

1Germany: +49 621 776 1111Pepperl+Fuchs Group
Refer to "General Notes Relating to Pepperl+Fuchs Product Information".

USA: +1 330 486 0001 Singapore: +65 6779 9091
www.pepperl-fuchs.com fa-info@us.pepperl-fuchs.com fa-info@sg.pepperl-fuchs.comfa-info@de.pepperl-fuchs.com

WCS2-LB1-C

Model number
WCS2-LB1-C
WCS2 locking bracket

Features
� Easy setting of fixed points
� Powder coated

Matching system components
WCS2-PS1-C-2,5M
WCS2 profile rail, coated
WCS2-PS1-C
WCS2 profile rail, coated

Dimensions

Technical data
Mechanical specifications

Material Metal sheet (steel), zinc-plated
Mass 50 g
Coating powder coated , 100 µm

Notes
To prevent the aluminium profile rails slipping in the rail holders when installed horizontally, a 
locking bracket is necessary. The locking bracket WCS2-LB1 is fitted around a rail holder in 
the middle of the runway. During installation, bracket and aluminium profile are joined with the 
screw supplied. To do this, the aluminium profile must be drilled through at one point (drill 
7 mm).

WCS2 aluminum profile system


