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Control drawing of WHA-GW-F2D2-0-*-Z2-ETH 

 
 

WirelessHART Gateway models:  
WHA-GW-F2D2-0-AB-Z2-ETH, WHA-GW-F2D2-0-AP-Z2-ETH, WHA-GW-F2D2-0-AS-Z2-ETH, 
WHA-GW-F2D2-0-AB-Z2-ETH.EIP, WHA-GW-F2D2-0-AP-Z2-ETH.EIP, WHA-GW-F2D2-0-AS-
Z2-ETH.EIP 

 
 

Power supply: 20-30 VDC, ripple<10%; Power consumption < 5W 
 
 

Communication lines: 1-6: RS 485; 7-13: Ethernet cable or Ethernet/IP connector 
 

 
WARNING - THE ENCLOSURE CONTAINS ALUMINUM AND IS CONSIDERED TO PRESENT 
A POTENTIAL RISK OF IGNITION BY IMPACT OR FRICTION. CARE MUST BE TAKEN INTO 
ACCOUNT DURING INSTALLATION AND USE TO PREVENT IMPACT OR FRICTION. 

 
 

Antenna: WARNING – USE ONLY THE ANTENNA SPECIFIED IN THE DATASHEET. 
 

 
WARNING – CONNECT, DISCONNECT, OPERATE ONLY WHEN THE DEVICE IS NOT-
ENERGIZED OR LOCATION IS KNOWN TO BE NON-HAZARDOUS. 
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NON HAZARDOUS LOCATION 
or 
HAZARDOUS (CLASSIFIED) LOCATIONS: 
CLASS I,II,III DIV.2 GROUPS A,B,C,D,E,F,G  
CLASS I, ZONE 2 GROUP IIC 
T4: -20 ≤ Ta ≤ 60ºC 
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