
This Quick Start Guide explains the assignment of and IP address to the 
VBG-EP1-KE5-D/DMD for EtherNet/IP communication with the PLC

Setting the IP Address  
for VBG-EP1-KE5-D/DMD 
for EtherNet/IP with DHCP
To assign an IP address, you need the BootP DHCP tool, a 
freeware from Rockwell Automation. If the BootP DHCP is 
not installed, it must be downloaded and installed before 
proceeding. 

The basic version can be downloaded free of charge.
First, verify that the VBG-EP1-KE5-D/DMD is set to 
EtherNet/IP and not to PROFINET.  
 
The MS LED should be flashing and all power indicators 
should be solid green (see figure on the right). If this is not 
the case, then refer to the Quick Start Guide for setting the 
protocol to EtherNet/IP.

AUX

ASi Power

ASi Line 2
ASi Power

Memory

X3

SD

ASi Line 1

Hold to

BF
SF

NS
PN EIP

MS

X1

X2

ASi 1

AUX

ASi 2

SF/MS  LED 
flashes  
GREEN

Click or Scan QR code for  
VBG-EP1-KE5-D/DMD  

– ASI-3 Gateway full manual

Click or Scan QR code for  
BootP DHCP EtherNet/IP 

commissioning tool  

IP Address Assignment 
to AS-Interface Gateway 
VBG-EP1-KE5-D/DMD

Quick Start Guide

Click or Scan

https://www.pepperl-fuchs.com/usa/en/classid_199.htm
https://files.pepperl-fuchs.com/webcat/navi/productInfo/doct/tdoct7070a_eng.pdf?v=20220216135820
https://compatibility.rockwellautomation.com/Pages/MultiProductFindDownloads.aspx?crumb=112&mode=3&refSoft=1&versions=59657


Procedure

1   Connect an Ethernet cable from your PC Ethernet 
adapter to the Ethernet port X1 or X2 located on the 
front top left of the VBG-EP1-KE5-D/DMD.  
 
Verify the link light is solid green, as shown in the figure 
to the right. 
 
The amber link light flashes when there is a data 
transfer between the two ports.

2  Open the BootP DHCP tool software and select the 
appropriate network interface.  
 
The BootP DHCP relation screen will then appear.  
 
Wait a few minutes until the X1/X2 MAC address of 
the VBG-EP1-KE5-D/DMD gateway appears in the 
Discovery History.  
 
The X1/X2 MAC address can be found on the product 
label on the left side of the gateway.

3  Double check that the Subnet Mask and Gateway are 
set correctly for your EtherNet/IP network. 
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4   A double click on the MAC address in the Discovery 
History opens the New Entry window, where the 
desired IP address for the VBG-EP1-KE5-D/DMD 
can be assigned to the MAC address.  
 
Then click OK.

5  After the assignment has been made, wait up to one 
minute for the IP address to be set. If the IP address is 
set correctly, it will be entered and the Discovery History 
will stop counting. 
 
If DHCP fails, check your network settings and make 
sure the same Subnet and Gateway are set correctly.

6  Now select the IP address that appears in the Relations 
field and click Disable BOOTP/DHCP.

Make sure the PLC is not connected to the ASi gateway,  
otherwise the Disable BOOTP/DHCP button will not work. 

7  The IP address has been assigned.  
 
To test whether the assignment was successful, enter 
the same IP address in a web browser, which should take 
you to the VBG-EP1-KE5-D/DMD gateway login page.  
 
The default user name and password are listed on the 
side sticker of the VBG-EP1-KE5-D/DMD gateway. 
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