Elektrischer Anschluss

Die Relais-Funktionen "Offner"
und "SchlieBer" beziehen sich

auf die Schaltungsart "Dunkel-

BN — L1/+UB schaltung", in deren Stellung
sich beide Hell-/ Dunkelum-
schalter befinden miissen

BU LNV (= Auslieferungszustand).

WH —NC

B Ly —10

GY —0

Technische Daten

Allgemeine Daten
Betriebsreichweite
Reflektorabstand
Grenzreichweite
Referenzobjekt
Lichtsender

Lichtart
Polarisationsfilter
Lichtfleckdurchmesser
Offnungswinkel
Lichtaustritt
Fremdlichtgrenze
Anzeigen/Bedienelemente
Betriebsanzeige
Funktionsanzeige

Bedienelemente

Bedienelemente

Bedienelemente

Elektrische Daten

Betriebsspannung Ug

Leerlaufstrom lo
Schutzklasse

Leistungsaufnahme Py
Ausgang
Schaltungsart
Signalausgang
Schaltspannung
Schaltstrom
Schaltleistung
Schaltfrequenz f
Ansprechzeit
Timerfunktion
Umgebungsbedingungen
Umgebungstemperatur
Lagertemperatur
Mechanische Daten
Gehausebreite
Gehausehdhe
Gehausetiefe
Schutzart
Anschluss
Material
Gehause
Lichtaustritt
Masse
Anzugsmoment Befestigungsschrauben
Kabellange
N und Ri
Richtlinienkonformitét
EMV-Richtlinie 2004/108/EG
Normenkonformitat
Produktnorm

Normen
Zulassungen und Zertifikate
UL-Zulassung

Sicherheitshinweise:

Electrical connection

The relay-functions "NC"
and "NO" bear on

BN

BU

\WH

BK

GY

the switching mode
SR I

This complies to the default

setting of the light/dark
LNV switch (factory setting).

—NC

—NO

0..18m

03..18m

25m

Reflektor FE-RR1

LED

rot, Wechsellicht , 630 nm

ja

ca. 350 mm im Abstand von 18 m
1,1°

frontal

5000 Lux ; nach EN 60947-5-2

2 LEDs griin
2 LEDs gelb

ein: Reflektor innerhalb des Erfassungsbereich
aus: Reflektor auBerhalb des Erfassungsbereich

Hell-/Dunkelumschalter
Tastweiteneinsteller
Zeiteinsteller (0 ... 10s)

24 ..240V AC
12...240VDC
<35 mA

I, Bemessungsspannung < 250 V AC bei Verschmutzungsgrad 1-2 nach IEC 60664-1 Al
basisisoliert vom Eingangskreis nach EN 50178, Bemessungsisolationsspannung 240 V

<2VA

hell-/dunkelschaltend, umschaltbar
1 SPDT

max. 250 V AC/DC

max. 3 A

DC: max. 150 W AC: max: 750 VA
20 Hz

<25ms

DIP-Schalter fiir Betriebsartenwahl

-40 ... 55 °C (40 ... 131 °F)
-40 ... 70 °C (40 .. 158 °F)

45 mm

73,7 mm

48,6 mm
P67

5 m Festkabel

PC (Polycarbonat)
PMMA

ca. 430 g

<2Nm

5m

EN 60947-5-2:2007+A1:2012

EN 60947-5-2:2007
|EC 60947-5-2:2007

EN 50178, UL 508

cULus Listed, Type 1 enclosure

Installieren Sie als Uberstromschutz eine Sicherung mit einem Bemessungsstrom von max. 5 A und min.

240 V AC/DC

¢ Vor der Inbetriebnahme Betriebsanleitung lesen
¢ Anschluss, Montage und Einstellung nur durch Fachpersonal
*  Kein Sicherheitsbauteil geméaB EU-Maschinenrichtlinie

Abmessungen

45

49

Empféanger
| Emefangs

27

Sender

92

6x9

alle MaBe in mm

}___Schiitze

L[

Innengewinde
(1/2-14 NPT)

AuBengewinde
(M30x 1.5) °

6 mm
Kabel _—

pial

all dimensions in mm

Adressen/Addresses

Pepperl+Fuchs GmbH

68301 Mannheim - Germany

Tel. +49 621 776-4411

Fax +49 621 776-27-4411

E-mail: fa-info @ de.pepperl-fuchs.com

Worldwide Headquarters
Pepperl+Fuchs GmbH - Mannheim - Germany
E-mail: fa-info @ de.pepperl-fuchs.com

USA Headquarters
Pepperl+Fuchs Inc. - Twinsburg - USA
E-mail: fa-info @ us.pepperl-fuchs.com

Asia Pacific Headquarters
Pepperl+Fuchs Pte Ltd - Singapore
E-mail: fa-info @sg.pepperl-fuchs.com
Company Registration No. 199003130E

www.pepperl-fuchs.com

Technical data

General specifications
Effective detection range
Reflector distance
Threshold detection range
Reference target

Light source

Light type

Polarization filter
Diameter of the light spot
Angle of divergence
Optical face

Ambient light limit
Indicators/operating means
Operation indicator
Function indicator

Control elements

Control elements

Control elements

Electrical specifications

Operating voltage Ug

No-load supply current lo
Protection class

Power consumption Py
Output
Switching type
Signal output
Switching voltage
Switching current
Switching power
Switching frequency f
Response time
Timer function
Ambient conditions
Ambient temperature
Storage temperature
Mechanical specifications
Housing width
Housing height
Housing depth
Degree of protection
Connection
Material
Housing
Optical face
Mass
Tightening torque, fastening screws
Cable length
C I with and di
Directive conformity
EMC Directive 2004/108/EC
Standard conformity
Product standard

Standards
Approvals and certificates
UL approval

Security Instructions:

Reflexionslichtschranke
mit Festkabel
Retroreflective sensor
with fixed cable
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a a SENSING YOUR NEEDS
0..18m
0.3..18m
25m
FE-RR1 reflector
LED
modulated visible red light , 630 nm
yes
approx. 350 mm at a distance of 18 m
11°
frontal

5000 Lux ; according EN 60947-5-2

2 LEDs green

2 LEDs yellow
on: reflector inside the sensing range
off: reflector outside the sensing range

Light-on/dark-on changeover switch
Sensing range adjuster
Time adjuster (0 ... 10s)

24 ..240V AC
12...240VDC
<35 mA

I, rated voltage < 250 V AC with pollution degree 1-2 according to IEC 60664-1 Output circuit basis insu-
lation of input circuit according to EN 50178, rated insulation voltage 240 V AC

<2VA

light/dark on, switchable

1 SPDT relay

max. 250 V AC/DC

max. 3 A

DC: max. 150 W AC: max. 750 VA

20 Hz

<25 ms

DIP-switch for selection of operating modes

-40 ... 55 °C (40 ... 131 °F)
-40 ... 70 °C (-40 ... 158 °F)

45 mm

73.7 mm

48.6 mm

IP67

5 m fixed cable

PC (Polycarbonate)
PMMA

approx. 430 g
<2Nm

5m

EN 60947-5-2:2007+A1:2012

EN 60947-5-2:2007
IEC 60947-5-2:2007

EN 50178, UL 508

cULus Listed, Type 1 enclosure
For overcurrent protection, install a fuse with a rated current of max. 5 A and min. 240 V AC/DC

* Read the operating instructions before attempting commissioning
¢ |Installation, connection and adjustments should only be undertaken by specialist personnel
* Not a safety component in accordance with the EU Machinery Directive

Dimensions

45 49

Receiver

27
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Emitter
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AL 6x9
- slots | —

Internal thread
(1/2-14 NPT)
External thread -
(M30 x 1.5) 06mm
10

Cable



Anzeigen/Bedienelemente

S

Charakteristische Ansprechkurve
Courbe de response caracteéristique
Curve di risposta caratteristica

Méglicher Abstand (Versatz) zwischen
optischer Achse und Referenzobijekt.

Permissible distance (offset) between
optical axis and reference target.

Ecart possible entre I'axe optique et la
cible de référence.

Desplazamiento entre el eje optico y
objeto de referencia.

Distanza possibile (sfalsato) tra I'asse

ottico e l'ogetto di riferimento.

Relative Empfangslichtstérke
Intensité relative de la lumiére recue
Intensita relativa luce in ricezione

Funktionsreserve, Stability control, Réserve de fonctionnement,
Reserva de funcién, Funzione riserva
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Tastweiteneinsteller

Zeiteinsteller
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DIP-Schalter

Operating display

green

Signal display

yellow

Sensing range adjuster

Time adjuster
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DIP-switches

Characteristic response curve
Curva de respuesta caracteristica
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Potencia relativa de recepcion luminica
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Zeitfunktionen
Schaltungsart Detektion Status

Hellschaltung

Betriebsart
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Detektion Status
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Timer Functions

Switching Type Detection Status
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DIP-Switch position A—E

Beschreibung/Description

©,

BestimmungsgemaéBe Verwendung

Eine Reflexions-Lichtschranke enthélt Sender und Empfénger in einem Gehéduse. Das Licht des Senders wird von einem Reflektor zum
Empfénger zurlickgestrahlt. Bei Unterbrechung des Lichtstrahls durch ein Objekt wird die Schaltfunktion ausgel6st.
Montagehinweise

Die Sensoren kénnen uber Durchgangsbohrungen direkt oder Uber einen Haltewinkel bzw. Klemmkorper (diese sind nicht im
Lieferumfang enthalten) befestigt werden.

Die Untergrundflache muss plan sein, um Gehauseverzug beim Festziehen zu vermeiden. Es empfiehlt sich, die Mutter und Schraube
mit Federscheiben zu sichern, um einer Dejustierung des Sensors vorzubeugen.

Justierung

Nach Anlegen der Betriebsspannung leuchtet die LED grin.

Montieren Sie den geeigneten Reflektor gegentiber der Lichtschranke. Nach der Grobeinstellung auf den Reflektor wird der Sensor (ohne
Obijekt) durch horizontales und vertikales Schwenken so optimal auf den Reflektor ausgerichtet, das die gelbe Leuchtanzeige konstant
leuchtet. Bei ungenauer Ausrichtung blinkt die gelbe LED.

Kontrolle Objekterfassung

Das Obijekt in den Strahlengang bringen. Wird das Objekt erfasst, erlischt die gelbe LED. Leuchtet die gelbe LED weiterhin muss die
Empfindlichkeit am Potentiometer so lange reduziert werden bis sie erlischt.

Nach Entfernen des Objektes leuchtet die Anzeige-LED gelb wieder konstant.

Reinigung

Bei Verschlechterung des Empfangs (Verschmutzung) blinkt die gelbe LED im Empfanger. Deshalb empfehlen wir in regelméBigen
Absténden den Lichtaustritt zu reinigen und Verschraubungen, sowie die Steckverbindungen zu Gberprifen.

@)

Intended use

The retroreflective sensor contains the emitter and receiver in a single housing. The light from transmitter is reflected back from a reflector
to the receiver. If an object interrupts the light beam, the switching function is initiated.

Mounting instructions

The sensor can be mounted using the through-holes or with a mounting bracket (not included with delivery).

The base surface must be flat to avoid distorting the sensor housing during mounting. It is advisable to secure the bolts and screws with
washers so that the sensor does not become misaligned.

Adjustment instructions

Connect the sensor to operating voltage and the green LED lights up solid.

Mount a suitable reflector opposite the sensor and make a rough adjustment.

The precise adjustment is done by swiveling the sensor horizontally and vertically. With optimum light reception, the yellow LED lights up
solid. It will blink if the sensor requires fine adjustment.

Object detection check

Move an object into the light beam. If the object is detected, the yellow LED switches off. If it does not switch off, reduce the sensitivity
with the potentiometer until it does. It should light up solid when the object is removed.

Cleaning

The yellow LED flashes if the light received decreases (e.g. dirty lenses).

We recommend that you clean the optical interfaces and check all connections at regular intervals.



