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 [22.99]

3.000
 [76.21]

2.872
 [72.96]

2.100
 [53.35]

2.100
 [53.35]

.950
 [24.12]

2.100
 [53.35]

3/8" NPT INLET

3/8" NPT OUTLET

3/8" NPT INLET

2.872
 [72.96]

2.100
 [53.35]

CL

LC

Ex SOLENOID VALVE ASSY

CL

LC

#1/4-20UNC THD
3.15 [8.0] Deep

C'SINK 82°TO Ø.410
4 PLACES

THE NEEDLE VALVE IS INCLUDED 
WITH THE MANIFOLD BLOCK, AND
IS MADE OF  316L STAINLESS STEEL.

1.063
 [27.00]

MAX

.875
 [22.23]

.501
 [12.72]

NEEDLE VALVE, 
SCREWDRIVER SLOT DRIVE

#1/4-20UNC THD
0.375 [9.50] DEEP

4 PLACES

.585
 [14.85]

.422
 [10.72]

1.500
 [38.10]

1.500
 [38.10]

1.181
 [30.00]

.575
 [14.61]

2.422
 [61.53]

.904
 [22.95]

2.955
 [75.07]

.875
 [22.21]

1.500
 [38.10]

.875
 [22.22]

CL

REF

 

The 1/4 NPT plugs
are 316L stainless

KNURLED NUT IS TO BE INSTALLED
WITHOUT TOOLS TO FINGER TIGHT

1.780
[45.21]

3/8"  NPT OUTLET

Notes:
1) All dimensions are in Inches [Millimeters].
2) 3/8" Tube fitting included for inlet and outlet ports. Double ferrule fittings require 1-1/4 rotation for 
complete seal to tubing.
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