Konformitatsbescheinigung

(2) Gerate und Schutzsysteme zur bestimmungsgemafen Verwendung in explosionsgefahrdeten
Bereichen — Richtlinie 94/9/EG

3) EG-Konformitatsbescheinigungsnummer
EPS 10 ATEX 1 263

(4) Gerat; Ex-p pressure control unit 5000Q
(5) Hersteller: Pepperl+Fuchs GmbH
(6) Anschrift: Lilienthalstr. 200

68307 Mannheim

(7) Die Bauart dieses Gerétes sowie die verschiedenen zuldssigen Ausflihrungen sind in der Anlage zu
dieser Konformitétsbescheinigung festgelegt.

(8) Die Bureau Veritas Consumer Product Services Germany GmbH bescheinigt als Benannte Stelle
Nr. 2004 nach Artike! 9 der Richtlinie des Rates der Europaischen Gemeinschaft vom 23. Mérz
1994 (94/9/EG) aufgrund einer freiwilligen Prifung die Erflillung der grundlegenden Sicherheits-
und Gesundheitsanforderungen fiir die Konzeption und den Bau von Geraten und Schutzsystemen
zur bestimmungsgeméfien Verwendung in explosionsgefahrdeten Bereichen gem&R Anhang Il der
Richtlinie.
Die Ergebnisse der Priifung sind in dem vertraulichen Priifbericht 10TH0163 fesigelegt.

(9) Die grundlegenden Sicherheits- und Gesundheitsanforderungen werden erfilllt durch
Ubereinstimmung mit:

EN 60079-0:2006 EN 60079-2:2007
EN 60079-15:2005 EN 61241-0:2004
EN 61241-1:2004 EN 61241-4:2006

(10)  Falls das Zeichen X" hinter der Bescheinigungsnummer steht, wird auf besondere Bedingungen fur
die sichere Anwendung des Gerates in der Anlage zu dieser Bescheinigung hingewiesen.

(11) Diese EG-Konformitétsbescheinigung bezieht sich nur auf Konzeption und Bau des fesigelegten
Gerates gemaR Richtlinie 94/9/EG. Weitere Anforderungen dieser Richtlinie gelten fir die
Herstellung und das in Verkehrbringen dieses Geréates.

Die Kennzeichnung des Gerates muss die folgenden Angaben enthalten:

13 GExnANC [pz]ll T4/T6
3D Ex tD A22 [pD] IP64 T70°C

Tirkheim, 27.05.2010
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Anlage

Konformitdtsbescheinigung EPS 10 ATEX 1 263

(15) Beschreibung des Gerétes:

Der 5000Q Controller ist geeignet zur Splilzeit- und Druckiiberwachung in der Zone 2/22. Die
einstrémende Spiilgasmenge in das {iberdruck gekapselte Gehduse wird gesteuert und nach
Ablauf der Spiilzeit werden die Einbauten zugeschaltet. Im Inneren des Geh&uses wird ein
Uberdruck gegeniiber der Atmosphédre gehalten und Uberwacht. Das Gerét ist in den Varianten
115Vac, 230Vac sowie 24Vdc verfigbar. Die Bedientasten des Gerdtes liegen in einem
energiebegrenzten Stromkreis und kdnnen somit im explosionsgefidhrdeten Bereich bedient
werden.

Elekirische Daten:

Versorgungsspannung: 230Vac, 115Vac 48Hz bis 62Hz bzw. 24Vdc
Leistungsaufnahme: 2,3 VA

(16) Prifbericht: 10TH0163

(17) Besondere Bedingungen:

Keine

(18) Grundlegende Sicherheits- und Gesundheitsanforderungen:

Durch Normen abgedeckt.

Zertifizierungsstelle Explosionsschutz Turkheim, 27.05.2010

\
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Bescheinigungen ohne Unterschrift haben keine Gilltigheit. Diese Bescheinigung darf nur unverandert weiterverbreitet werden.
Ausziige oder Anderungen bedtirfen der Genehmigung von Bureau Veritas Consumer Product Services Germany GmbH.
iese Bescheinigung wird intern unter folgender Nummer verwaltet: 10-057




EC Certificate of Conformity

(2) Equipment and Protective Systems Intended for Use
in Potentially Explosive Atmospheres — Directive 94/9/EC

(3) EC Certificate of Conformity Number:
EPS 10 ATEX 1 263

(4) Equipment: Ex-p pressure control unit 5000Q
(5) Manufacturer: Peppert+Fuchs GmbH
(6)  Address: Lilienthalstr. 200

68307 Mannheim

(7) This equipment and any acceptable variation thereto are specified in the schedule to this certificate
and the documents therein referred to.

(8) Bureau Veritas Consumer Product Services Germany GmbH, Notified Body No. 2004 in
accordance with Article 9 of the Council Directive 94/9/EC of March 23™ 1994, certifies, based on a
voluntary testing, that this equipment has been found to comply with the Essential Health and
Safety Requirements relating to the design and construction of equipment and protective systems
intended for use in potentially explosive atmospheres, given in Annex Il of the Directive.

The examination and test results are recorded in the confidential report 10TH0163.

9) Compliance with the Essential Health and Safety Requirements has been assured by compliance
with:

EN 60079-0:2006 EN 60079-2:2007
EN 60079-15:2005 EN 61241-0:2004
EN 61241-1:2004 EN 61241-4:2006

(10)  If the sign “X* is placed after the certificate number, it indicates that the equipment is subject to
special conditions for safe use specified in the schedule to this certificate.

(11) This EC Certificate of Conformity relates only to the design and the construction of the specified
equipment in accordance with Directive 94/9/EC. Further requirements of this Directive apply to the
manufacture and supply of this equipment.

(12) The marking of the equipment shall include the following:
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Schedule
EC-Certificate of Conformity EPS 10 ATEX 1 263

(15) Description of equipment:

The pressure control unit 5000Q can be used for purging time and pressure control in hazardous
locations, Zone 2/22. The amount of purging gas streaming into the pressurized enclosure is
controlled. After finalization of the purging time, the assemblies are swiiched on. Inside the
enclosure the overpressure against the surrounding atmosphere is hold and controlled. The
apparatus is available in the variations 115Vac, 230Vac and 24Vdc. The control keys are energised
energy-limited and can be operated in hazardous locations.

Electric data:

Supply voltage: 230Vac, 115Vac 48Hz to 62Hz resp. 24Vdc
Power input: 2,3VA

(16) Testreport: 10TH0163
(17) Special conditions for safe use:
None

(18) Essential health and safety requirements:

Met by standards.

Certification department of explosion protection Tirkheim, May 27, 2010

)
&

A. Hanchen
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Certificates without signature are void. This certificate is allowed to be distributed only if not modified.
Extracts or modifications must be authorized by Bureau Veritas Consumer Product Services Germany GmbH.
This certificate is internally administrated under the following number; 10-057
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Konformitatsbescheinigung

2 Geréte und Schutzsysteme zur bestimmungsgemafien Verwendung in explosionsgefahrdeten
Bereichen — Richtlinie 94/9/EG

3) EG-Konformitatsbescheinigungsnummer

EPS 10 ATEX 1 263 Rev. 1
4) Gerat: Ex-p pressure control unit 5000Q
(5) Hersteller: Pepperl+Fuchs GmbH
6) Anschrift: Lilienthalstr. 200

68307 Mannheim

(7) Die Bauart dieses Gerétes sowie die verschiedenen zuldssigen Ausfiihrungen sind in der Anlage zu
dieser Konformitatsbescheinigung festgelegt.

(8) Die Bureau Veritas Consumer Product Services Germany GmbH bescheinigt als Benannte Stelle
Nr. 2004 nach Artikel 9 der Richtlinie des Rates der Europdischen Gemeinschaft vom 23. Marz
1994 (94/9/EG) aufgrund einer freiwilligen Prifung die Erfiillung der grundlegenden Sicherheits-
und Gesundheitsanforderungen fiir die Konzeption und den Bau von Geraten und Schutzsystemen
zur bestimmungsgemaRen Verwendung in explosionsgefahrdeten Bereichen gemaR Anhang |l der
Richtlinie.
Die Ergebnisse der Priifung sind in dem vertraulichen Priifbericht 10TH0163 festgelegt.

©) Die grundlegenden Sicherheits- und Gesundheitsanforderungen werden erfiilllt durch
Ubereinstimmung mit:

EN 60079-0:2012 EN 60079-2:2007
EN 60079-15:2010 EN 60079-31:2009

EN 61241-4:2006

(10)  Falls das Zeichen X" hinter der Bescheinigungsnummer steht, wird auf besondere Bedingungen fiir
die sichere Anwendung des Gerétes in der Anlage zu dieser Bescheinigung hingewiesen.

(11) Diese EG-Konformitatsbescheinigung bezieht sich nur auf Konzeption und Bau des festgelegten
Gerates gemal Richtlinie 94/9/EG. Weitere Anforderungen dieser Richtlinie gelten fir die
Herstellung und das in Verkehrbringen dieses Gerétes.

Die Kennzeichnung des Gerates muss die folgenden Angaben enthalten:

Il 3 G Ex nA nC [pz] Il T4/T6 Gc
Il 3D Ex tc [p] I1IC T70°C Dc IP64

8teilé Explosionsschutz Tiirkheim, 30.11.2012
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~Bescbeinigﬂﬁ§§n ohne Unterschrift haben keine Gilltigkeit. Diese Bescheinigung darf nur unverandert weiterverbreitet werden.
Ausziige oder Anderungen bediirfen der Genshmigung von Bureau Veritas Consumer Product Services Germany GmbH.

PS 10 ATEX 1 263 Rev. 1 Diese Bescheinigung wird intern unter folgender Nummer verwaltet: 10-057
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Anlage

Konformitatsbescheinigung EPS 10 ATEX 1 263

(15) Beschreibung des Gerétes:

Der 5000Q Controller ist geeignet zur Spiilzeit- und Druckiiberwachung in der Zone 2/22. Die
einstrémende Spilgasmenge in das Uberdruck gekapselte Gehause wird gesteuert und nach
Ablauf der Spiilzeit werden die Einbauten zugeschaltet. Im Inneren des Gehiuses wird ein
Uberdruck gegeniiber der Atmosphére gehalten und iiberwacht. Das Gerat ist in den Varianten
115Vac, 230Vac sowie 24Vdc verfugbar. Die Bedientasten des Gerites liegen in einem
energiebegrenzten Stromkreis und kénnen somit im explosionsgefahrdeten Bereich bedient
werden.

Elektrische Daten:

Versorgungsspannung: 230Vac, 115Vac 48Hz bis 62Hz bzw. 24Vdc
Leistungsaufnahme: 2,3 VA

(16)  Prufbericht: 10TH0163

(17) Besondere Bedingungen:

Keine

(18)  Grundlegende Sicherheits- und Gesundheitsanforderungen:

Durch Normen abgedeckt.

Zert'iﬁz‘ierungsstelle Explosionsschutz Turkheim, 30.11.2012
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) EC Certificate of Conformity

2) Equipment and Protective Systems Intended for Use
in Potentially Explosive Atmospheres — Directive 94/9/EC

3) EC Certificate of Conformity Number:

EPS 10 ATEX 1 263 Rev. 1
(4) Equipment: Ex-p pressure control unit 5000Q
(5) Manufacturer: Pepperl+Fuchs GmbH
6) Address: Lilienthalstr. 200

68307 Mannheim

) This equipment and any acceptable variation thereto are specified in the schedule to this certificate
and the documents therein referred to.

8) Bureau Veritas Consumer Product Services Germany GmbH, Notified Body No. 2004 in
accordance with Article 9 of the Council Directive 94/9/EC of March 23" 1994, certifies, based on a
voluntary testing, that this equipment has been found to comply with the Essential Health and
Safety Requirements relating to the design and construction of equipment and protective systems
intended for use in potentially explosive atmospheres, given in Annex Il of the Directive.

The examination and test results are recorded in the confidential report 10TH0163.

9) Compliance with the Essential Health and Safety Requirements has been assured by compliance
with:

EN 60079-0:2012 EN 60079-2:2007
EN 60079-15:2010 EN 60079-31:2009

EN 61241-4:2006

(10)  If the sign “X" is placed after the certificate number, it indicates that the equipment is subject to
special conditions for safe use specified in the schedule to this certificate.

(11)  This EC Certificate of Conformity relates only to the design and the construction of the specified
equipment in accordance with Directive 94/9/EC. Further requirements of this Directive apply to the
manufacture and supply of this equipment.

The marking of the equipment shall include the following:

Il 3G Ex nA nC [pz] Il T4/T6 Gc
Il 3D Ex tc [p] llIC T70°C Dc IP64

\ \

artment of explbsion protection Turkheim, November 30”’, 2012

A. Hanchen
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Certificates without signature are void. This certificate is allowed to be distributed only if not modified.
Extracts or modifications must be authorized by Bureau Veritas Consumer Product Services Germany GmbH.
EPS 10 ATEX 1 263 Rev. 1 This certificate is internally administrated under the following number; 10-057
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Schedule
EC-Certificate of Conformity EPS 10 ATEX 1 263

(15)  Description of equipment:

The pressure control unit 5000Q can be used for purging time and pressure control in hazardous
locations, Zone 2/22. The amount of purging gas streaming into the pressurized enclosure is
controlled. After finalization of the purging time, the assemblies are switched on. Inside the
enclosure the overpressure against the surrounding atmosphere is hold and controlled. The
apparatus is available in the variations 115Vac, 230Vac and 24Vdc. The control keys are energised
energy-limited and can be operated in hazardous locations.

Electric data:

Supply voltage: 230Vac, 115Vac 48Hz to 62Hz resp. 24Vdc
Power input: 2,3 VA

(16)  Test report: 10TH0163

(17)  Special conditions for safe use:

None

Essential health and safety requirements:

Turkheim, November 30", 2012
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Certificates without signature are void. This certificate is allowed to be distributed only if not modified.
Extracts or modifications must be authorized by Bureau Veritas Consumer Product Services Germany GmbH.
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