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EG-Baumusterprifbescheinigung
- Richtlinie 94/9/EG -

Gerdte und Schutzsysteme zur bestimmungsgeméafen Verwendung
in explosionsgefidhrdeten Bereichen

BVS 10 ATEX E 146

Gerat: Barcodeleser Typ PSCAN-M-1*-*2* und
Basisstation Typ PSCAN-B-1-*2*

Hersteller: Pepperl + Fuchs GmbH

Anschrift: 68307 Mannheim

Die Bauart dieses Geréates sowie die verschiedenen zuldssigen Ausflhrungen sind in der Anlage zu
dieser Baumusterprufbescheinigung festgelegt.

Die Zertifizierungsstelle der DEKRA EXAM GmbH, benannte Stelle Nr. 0158 gemal Artikel 9 der
Richtlinie 94/9/EG des Europaischen Parlaments und des Rates vom 23. Marz 1994, bescheinigt,
dass das Gerat die grundlegenden Sicherheits- und Gesundheitsanforderungen fur die Konzeption
und den Bau von Geraten und Schufzsystemen zur bestimmungsgemaflen Verwendung in
explosionsgefahrdeten Bereichen gemaf Anhang Il der Richtlinie erfullt.

Die Ergebnisse der Prufung sind in dem Prifprotokoll BVS PP .10.2268 EG niedergelegt.

Die grundlegenden Sicherheits- und Gesundheitsanforderungen werden erflllt durch
Ubereinstimmung mit:

EN 60079-0:2009 Allgemeine Anforderungen
EN 60079-11:2007 Eigensicherheit i’
EN 60079-28:2007 Optische Strahlung

Falls das Zeichen ,X" hinter der Bescheinigungsnummer steht, wird in der Anlage zu dieser
Bescheinigung auf besondere Bedingungen fir die sichere Anwendung des Geréates hingewiesen.

Diese EG-Baumusterprifbescheinigung - bezieht sich nur auf die Konzeption und die
Baumusterpriifung des beschriebenen Gerates in Ubereinstimmung mit der Richtlinie 94/9/EG.

Fur Herstellung und Inverkehrbringen des Gerates sind weitere Anforderungen der Richtlinie zu
erfullen, die nicht durch diese Bescheinigung abgedeckt sind.

Die Kennzeichnung des Gerates muss die folgenden Angaben enthalten:

@ 112G Exib [opis] lIB T4 Gb fur Barcodeleser
I12G Exib lIB T4 Gb fur Basisstation

DEKRA EXAM GmbH
Bochum, den 23. November 2010
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(13) ’ Anlage zur

(14) EG-Baumusterpriifbescheinigung
BVS 10 ATEX E 146

(15) 15.1 Gegenstand und Typ

Barcodeleser Typ PSCAN-M-1*-*2* und Basisstation Typ PSCAN-B-1-*2*

Anstelle der *** werden in der vollstandigen Benennung Buchstaben oder Ziffern fur
unterschiedliche Ausfuhrungen des Geréates eingefiigt, die keine Auswirkung auf den
Explosionsschutz haben.

15.2 Beschreibung

Der Barcodeleser dient in Verbindung mit der Basisstation in explosionsgefahrdeten Bereichen
zum Lesen von Barcode-Kennzeichnungen und zur Ubertragung der gelesenen Daten.

15.3 Kenngréllen

15.3.1  Barcodeleser Typ PSCAN-M-1*-*2*
15.3.1.1 Stromversorgungsbatterie

Batteriespannung DC 45 \Y%

Ladespannung Um DC 8 V
15.3.1.2 Funkquelle

Sendefrequenz 433,92 oder 910 MHz

Sendeleistung =1 W
15.3.1.3 Scanner

Lichtleistung <35 mw
15.3.1.4 Umgebungstemperaturbereich Ta -10 °C bis — +40 °C
15.3.2 - Basisstation Typ PSCAN-B-1-*2* PSCAN-B-1-*2*
15.3.2.1 Anschl. KL1

Spannung Ui DC 9 Vv

Stromstérke li 400 mA

Leistung Pi 1,5 W

Innere Kapazitat Ci vernachlassigbar

Innere Induktivitat Li 10 pH
15.3.2.2 Funkquelle

Sendefrequenz 433,92 oder 910 MHz

Sendeleistung Y
15.3.2.3 Umgebungstemperaturbereich Ta -10 °C bis +50 °C
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(16) Prufprotokoll

BVS PP 10.2268 EG, Stand 23.11.2010

(17) Besondere Bedingungen fir die sichere Anwendung

Entfallt

DEKRA EXAM GmbH
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1. Nachtrag zur
EG-Baumusterpriifbescheinigung

Gerate und Schutzsysteme zur bestimmungsgemafien Verwendung
in explosionsgefahrdeten Bereichen - Richtlinie 94/9/EG
Ergénzung gemaf Anhang lll Ziffer 6

Nr. der EG-Baumusterprufbescheinigung: BVS 10 ATEX E 146

Gerat: Barcodeleser Typ PSCAN-M-1*-*2* und
Basisstation Typ PSCAN-B-*2*

Hersteller: PEPPERL + FUCHS GMBH

Anschrift: 68307 Mannheim

Die Bauart dieser Gerate sowie die verschiedenen zulassigen Ausfihrungen sind in der Anlage zu
diesem Nachtrag festgelegt.

Die Zertifizierungsstelle der DEKRA EXAM GmbH, benannte Stelle Nr. 0158 gemal Artikel 9 der
Richtlinie 94/9/EG des Europaischen Parlaments und des Rates vom 23. Marz 1994, bescheinigt,
dass diese Gerate die grundlegenden Sicherheits- und Gesundheitsanforderungen fir die
Konzeption und den Bau von Geraten und Schutzsystemen zur bestimmungsgemalen
Verwendung in explosionsgeféahrdeten Bereichen gemafl Anhang Il der Richtlinie erflllen. Die
Ergebnisse der Priifung sind in dem Prifprotokoll BVS PP 10.2268 EG niedergelegt.

Die grundlegenden Sicherheits- und Gesundheitsanforderungen ' werden'  erfullt ' durch
Ubereinstimmung mit

IEC 60079-0:2011 Allgemeine Anforderungen
EN 60079-11:2012 Eigensicherheit i’

Falls das Zeichen “X" hinter der Bescheinigungsnummer steht, wird in der Anlage zu dieser
Bescheinigung auf besondere Bedingungen fur die sichere Anwendung des Gerates hingewiesen.

Dieser Nachtrag zur EG-Baumusterprifbescheinigung bezieht sich nur auf die Konzeption und die
Baumusterprufung der beschriebenen Gerate in Ubereinstimmung mit der Richtlinie 94/9/EG.

Fur Herstellung und Inverkehrbringen der Gerdte sind weitere Anforderungen der Richtlinie zu
erfullen, die nicht durch diese Bescheinigung abgedeckt sind.

Die Kennzeichnung des Gerates muss die folgenden Angaben enthalten:

112G Ex ib [opis] IIB T4 Gb fur Barcodeleser

@ I 2D Ex ib [op is] llIB T135°C Db Zusatzlich fur Typ PSCAN-M-1*-F2*
I12G Exib IIB T4 Gb fur Basisstation
112D Exib llIB T135°C Db Zusatzlich fur Typ PSCAN-B-F2*

DEKRA EXAM GmbH
Bochum, den 19. April 2012
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(13) Anlage zum

(14) 1. Nachtrag zur EG-Baumusterpriifbescheinigung
BVS 10 ATEX E 146

(15) 15.1 Gegenstand und Typ

Barcodeleser Typ PSCAN-M-1*-*2* und Basisstation Typ PSCAN-B-*2*

15.2 Beschreibung

Der Barcodeleser und die Basisstation kénnen auch nach den im zugehérigen Prifprotokoll
aufgefuhrten Prufungsunterlagen gefertigt werden; sie wurden geman IEC 60079-0:2011 und
EN 60079-11:2012 gepruft; einige Varianten kénnen auch in Bereichen verwendet werden, die
durch Staub explosionsgefahrdet sind.

15.3 KenngréRen

Unverandert

(16) Prufprotokoll
BVS PP 10.2268 EG, Stand 19.04.2012

(17) Besondere Bedingungen fur die sichere Anwendung

Entfallt
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Translation

EC-Type Examination Certificate

- Directive 94/9/EC -

Equipment and protective systems intended for use
in potentially explosive atmospheres

BVS 10 ATEX E 146

Equipment: Barcode reader type PSCAN-M-1*-*2* and
base station type PSCAN-B-1-*2*

Manufacturer: Pepperl + Fuchs GmbH

Address: 68307 Mannheim, Germany

The design and construction of this equipment and any acceptable variation thereto are specified in the appendix
to this type examination certificate.

The certification body of DEKRA EXAM GmbH, notified body no. 0158 in accordance with Article 9 of the
Directive 94/9/EC of the European Parliament and the Council of 23 March 1994, certifies that this equipment
has been found to comply with the Essential Health and Safety Requirements relating to the design and
construction of equipment and protective systems intended for use in potentially explosive atmospheres, given in
Annex II to the Directive.

The examination and test results are recorded in the test and assessment report BVS PP 10.2268 EG.

The Essential Health and Safety Requirements are assured by compliance with:

EN 60079-0:2009 General requirements
EN 60079-11:2007  Intrinsic safety i’
EN 60079-28:2007  Optical radiation

If the sign "X" is placed after the certificate number, it indicates that the equipment is subject to special
conditions for safe use specified in the appendix to this certificate.

This EC-Type Examination Certificate relates only to the design, examination and tests of the specified
equipment in accordance to Directive 94/9/EC.

Further requirements of the Directive apply to the manufacturing process and supply of this equipment. These
are not covered by this certificate.

The marking of the equipment shall include the following:

@ I12G Exib [op is] [IB T4 Gb for barcode reader
II12G ExibIIB T4 Gb for base station

DEKRA EXAM GmbH

Bochum, dated 23. November 2010

Signed: . . Signed:
Simanski Dr. Eickhoff

Certification body Special services unit
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(13) Appendix to

(14) EC-Type Examination Certificate
BVS 10 ATEX E 146

(15) 15.1 Subject and type

Barcode reader type PSCAN-M-1*-%2* and base station type PSCAN-B-1-%2%

Instead of the *** in the complete denomination letters or numerals will be inserted which characterize
modifications without influence on the explosion protection.

15.2 Description

The barcode reader is used in combination with the base station in explosive atmospheres for reading of
barcode markings and transmission of data.

15.3 Parameters

153.1 Barcode reader type PSCAN-M-1*-#2%
15.3.1.1 Battery power supply
Battery voltage DC 4.5 A%
Charging voltage Um DC 8 \Y%
15.3.1.2 Radio frequency source
Frequency 433.920r910 MHz
Power <1 W
15.3.1.3 Scanner
Optical power <35 mw
15.3.1.4 Ambient temperature range Ta -10 °C up to +40 °C

15.32  Base station type PSCAN-B-1-*2*

15.3.2.1 - Connection KL1
Voltage Ui DC 9 \Y
Current Ti 400 mA
Power Pi 1.5 A\
Internal capacitance Ci negligible
Internal inductance Li 10 pH

15.3.2.2 Radio frequency source

Frequency 43392 0r910 MHz
Power <l W
15.3.2.3 -~ Ambient temperature range Ta -10 °C up to +50 °C
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(16) Test and assessment repott

BVS PP 10.2268 EG as 0f23.11.2010

(17)  Special conditions for safe use

None

We confirm the correctness of the translation from the German original.
In the case of arbitration only the German wording shall be valid and binding.

44809 Bochum, den 23.11.2010
BVS-Schw/Her A 20100476

DEKRA EXAM GmbH
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Certification body Special servies unit
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(12)

Translation

1. Supplement to the
EC-Type Examination Certificate

Equipment and protective systems intended for use
in potentially explosive atmospheres - Directive 94/9/EC
Supplement accordant with Annex Ill number 6

No. of EC-Type Examination Certificate: BVS 10 ATEX E 146

Equipment: Barcode reader type PSCAN-M-1*-*2* and
base station type PSCAN-B-*2*

Manufacturer: PEPPERL + FUCHS GMBH
Address: 68307 Mannheim, Germany

The design and construction of this equipment and any acceptable variation thereto are specified in
the appendix to this supplement.

The certification body of DEKRA EXAM GmbH, notified body no. 0158 in accordance with Article 9 of
the Directive 94/9/EC of the European Parliament and the Council of 23 March 1994, certifies that this
equipment has been found to comply with the Essential Health and Safety Requirements relating to
the design and construction of equipment and protective systems intended for use in potentially
explosive atmospheres, given in Annex Il to the Directive. The examination and test results are
recorded in the test and assessment report BVS PP 10.2268 EG.

The Essential Health and Safety Requirements are assured by compliance with:

IEC 60079-0:2011 General requirements
EN 60079-11:2012 Intrinsic safety i

If the sign "X" is placed after the certificate number, it indicates that the equipment is subject to special
conditions for safe use specified in the appendix to this certificate.

This supplement to the EC-Type Examination Certificate relates only to the design, examination and
tests of the specified equipment in accordance to Directive 94/9/EC.

Further requirements of the Directive apply to the manufacturing process and supply of this
equipment. These are not covered by this certificate.

The marking of the equipment shall include the following:

Il 2G Ex ib [op is] IIB T4 Gb for Barcode reader

@ Il 2D Ex ib [op is] lIB T135°C Db Additional for type PSCAN-M-1*-F2*
112G Exib 1IB T4 Gb for base station
12D Exib llIB T135°C Db Additional for type PSCAN-B-F2*

DEKRA EXAM GmbH
Bochum, dated 19. April 2012

Signed: Dr. Eickhoff Signed: Dr. Wittler

Certification body Special services unit
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(13) Appendix to

(14) 1. Supplement to the EC-Type Examination Certificate
BVS 10 ATEX E 146

(15) 15.1 Subject and type

Barcode reader type PSCAN-M-1*-*2* and base station type PSCAN-B-*2*

15.2 Description

The Barcode reader and the base station can be modified according to the descriptive documents as
mentioned in the pertinent test and assessment report; they have been assessed in acc. with

IEC 60079-0:2011 and EN 60079-11:2012 and some variants can be used in areas with combustible
dust.

15.3 Parameters

Not changed.

(16) Test and assessment report

BVS PP 10.2268 EG as of 19.04.2012

(17) Special conditions for safe use

V8 < B’

None

We confirm the correctness of the translation from the German original.
In the case of arbitration only the German wording shall be valid and binding.
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