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Umstellung auf die Richtlinie 20141341EU

Geräte zur bestimmungsgemäßen Verwendung in explosionsgefährdeten Bereichen
Richtlinie 20141341EU

Nr. der EU-Baumusterprüfbescheinigung: BVS 13 ATEX E 121X

Produkt: Feldbus Barriere Typ R4DO-FB-IA.

Hersteller: Pepperl+Fuchs GmbH

Anschrift: Lilienthalstraße 200, 68307 Mannheim,

Dieser Nachtrag erweitert die EG-Baumusterprufbescheinigun
Produkte, die gemäß der Spezifikation in der Anlage der
konstruiert wurden. Die Ergänzungen sind in der Anlag
Dokumentation festgelegt.

Die Zertifizierungsstelle der DEKRA
Richtlinie 201413418U des Europäi
bescheinigt, dass das Produkt d
Konzeption und den Bau
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EN 60079-7
EN 60079-1
EN 60079-1
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gefährdeten Bereichen ge
Die Ergebnisse der Prü

Die wesentlichen
Berücksichtigung

EN IEC 60
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Produkte.
Für den Herstellungsprozess und die
zu erfüllen, die nicht durch diese Bescheinigung

12 Die Kennzeichnung des Produktes muss die folgenden Angaben

@
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DEKRA EXAM GmbH
Bochum, den22.08.2018
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13 Anlage zur

14 EU-Baumusterprüfbescheinigung

BVS 13 ATEX E 121 X
Nachtrag I

15 Beschreibung des Produktes

15.1 Gegenstand und Typ

Feldbus Barriere Typ R4DO-FB-lA.
Die Feldbus Barriere wird in den folgenden Varianten ausgeführt:
R4D0-FB-|AB I Kanäle
R4D0-FB-1410 10 Kanäle
R4DO-F8-1412 12 Kanäle
Hinter der Anzahl der Kanäle können in der Typbezeichnung optional
Buchstaben angegeben werden, um unterschiedliche Optionen ohne
Explosionsschutz zu kennzeichnen

Beschreibung

Mit diesem Nachtrag wird das Zertifikat auf die
(Erläuterung: Gemäß Artikel 41 der Richtlinie
gungen für Richtlinie 94lgl5G, die vor dem
ausgestellt wurden, so verwiesen
wurden. Nachträge und neue
Originalnummern der

Die 8-kanaligen (R4DO-
(R4DO-FB-1412) Fetd
Versorgung

15.2

Feldbussignalen
Die bis zu 12
und können in
Ausgänge kön
Die Feldbus
Versorgun
mehreren Feld
Hauptleitung
Die nicht-eig
,,Ex eb" und Vergu
Kategorie 2G.
Die Feldbus Barriere ist
Sicherheit bzw. in ein geeig

Gründe des Nachtrags:

Anpassung an den aktuellen
Umstellung auf die Richtlinie
H inzufügen der Kennzeichnu

15.3

( DÂk*t_*

Normenstand
2014t34t8V
ng als zugehöriges

Kenngrößen

1 Versorgung (Klemme¡ +,-) in Zündschutzart Erhöhte Sicherheit Ex eb
Nennspannung DC 16..'32 V
Sicherheitstechnische Maximalspannung Um AC 253 V
Klemme S dient zum Anschluss eines Leitungsschirms.
Die Versorgungsklemmen sind redundant ausgeführt, um ein Durchschleifen der Versorgung zu

einer weiteien Feldbus Barriere Typ R4DO-FB-lA* zu ermöglichen. Bis zu 3 Feldbus Barrieren

Typ R4Do-FB-lA* dürfen an die Versorgung (Trunk-Anschluss) angeschlossen werden.

2 Anschlussklemmen 1T,2T zum Einfügen einer Kurzschlussbrücke
Mit Einfûgen der Kurzschlussbrücke 1T-2T wird ein interner Busabschluss (Trunk Terminator)

zugeschaltet.
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3 Anschlussklemmen 1P.,28 zum Einfügen einer Kurzschlussbrücke ,t: ,'

Klemme 1B ist mit dem PA-Anschluss verbunden, Klemme 28 mit dem Schirm"nt.¡¡uss r;r',,1

(Klemme S). :':
Einfügen der Kurzschlussbrücke 18-28 verbindet den Schirmanschluss direkt mit dem,
PA-Anschluss.
Ohne die Kurzschlussbrücke ist der Schirmanschluss über eine Kapazität s 5,7 nF mit dem
PA-Anschluss verbunden.

4 PA-Anschluss
Klemme zum Anschluss eines Potentialausgleichsleiters.

5 Ausgangsstromkreise in Zündschutzart Ex ia

Klemmen 1(+,-) ... 12(+,-¡

Je Stromkreis
Maximale Ausgangsspannung Uo

Maximaler Ausgangsstrom lo

Maximale Ausgangsleistung Po

Minimaler interner Widerstand Ri

Wirksame innere Kapazität C¡

Wirksame innere lnduktivität L¡

Lineare Ausgangskennlinie

Die eigensicheren Ausgangsstromkreise

DC1

s
einer Spannung von 375 V sicher
sind untereinander nicht galvani

Für Gruppe
Maximale a
Maximale a

ilc:

Für Gruppe ll
Maxima
Maxima

Firr Gru
Maxima

lea
lea

le
Maximale a

Diese
Kapaz
beträgt.
Sind L¡ und Ci
müssen die
Die verringerte
die Gruppen l, llA, llB und ll
600 nF sein.

..nach dem Fl ot der IEC 60079-25:

An jeden der eigensicheren Ausgänge können bis zu 32 Fl

werden. Alle Feldgeräte müssen als passive Stromsenken
Je Feldgerät:
Maximale innere Kapazität C¡

Maximale innere lnduktivität L¡

SCO-Feldgeräte angeschlossen
wirken (nicht-einspeisend).

5nF
10 ¡tH

Die verwendete Leitung für den Feldbus muss die folgenden Eigenschaften besitzen
Schleifenwiderstand Rc 15'..150
Schleifeninduktivität Lc 0'4...1
Kapazität C" 45...200
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An jeden Ausgangsstromkreis kann eine maximale Leitungslänge von 1 km für Gruppe
und 5 km für Gruppe l, llA, llB und lllC angeschlossen werden. Wird mehr als ein G
einen Ausgangsstromkreis angeschlossen, so muss die Stichleitung für jedes Gerät
60 m sein. Die maximale Leitungslänge muss alle Stichleitungen enthalten.

e

...nach dem Entitv-Konzept der Foundation Fieldbus FF-816

An jeden der eigensicheren Ausgänge können bis zu 6 Feldgeräte der Typen 111, 112,
511 oder 512 angeschlossen werden. Alle Feldgeräte müssen als passive Stromsenken
wirken (nicht-einspeisend).
Je Feldgerät:
Maximale innere Kapazität
Maximale innere lnduktivität

Die verwendete Leitung für den Feldbus muss die folgenden Eigenschaften
Schleifenwiderstand Rc 1

Schleifeninduktivität Lc

Kapazität C"

An jeden Ausgangsstromkreis kann eine maximale Leitungslänge
und 1,9 km für Gruppe l, llA, llB und lllC angeschlossen werd
Ausgangsstromkreis angeschlossen, so muss die Stich
Die maximale Leitungslänge muss alle Stichleitu

Die Klemmen 1S...125
dienen zum Anschluss der Kabelschirme.
dem PA-Anschluss des Gerätes

6 Umgebungstemperaturbereich

Prüfprotokoll

BVS PP 14.2033

17 Besondere

Die Feldbus
werden. Di
Umgeb

Auf dem
CIRCUITS P

1B Wesentliche Gesu

Die wesentlichen Gesu

C¡

Li
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gelisteten Normen abgedeckt.

Für dieses Produkt ist die Norm
harmonisierten Norm EN 60079-

Zeichnungen und Unterlagen

Die Zeichnungen und Unterlagen sind in dem vertraulichen
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EU-Type Exam ination Certificate
Supplement 1
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Translation

Change to Directive 201413418U

Equipment intended for use in potentially explosive atmospheres
Directive 20141341EU

EU-Type Examination Certificate Number: BVS 13 ATEX E 121 X

Product: Fieldbus Barrier type R4DO-FB-|A*

Manufacturer: Pepperl+Fuchs GmbH

Address: Lilienthalstraße 200, 68307 Mannheim,

This supplementary certificate extends EC-Type Examinati
apply to products designed and constructed in
appendix of the said certificate but having any
certificate and the documents referred to the

DEKRA EXAM GmbH, Notified
201413418U of the European Parl
product has been found to
design and construction
Annex ll to the Di
The examination and

9 The Essential H

EN IEC
EN 60079-7:20
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EN 60079-l
EN 60079-1

1

Except in respect of

10 lf the sign "X" is
Special Conditions

11 This EU-Type Examination
product. Fu D¡

product. Th thi

12 The marking of the product shall include the following:

ll2 (1)G Ex eb ib mb [ia Ga] llC T4 Gb
l¡(r)D [Ex ia Da] lllC
ll(M1) [Ex ia Ma] I

DEKRA EXAM GMbH
Bochum, 2018-08-22

Signed: Dr Franz Eickhoff

Certifier

ed
IS

@

Signed: Dr Michael Wittler

Approver
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15.2

13 Appendix

14 EU-Type Examination Certificate

BVS 13 ATEX E 121 X
Supplement I

15 Product description

Subject and type

Fieldbus Barrier type R4D0-FB-lA.
The Fieldbus Barrier is available in the following variants:
R4D0-FB-lA8 8-channel
R4DO-FB-1410 1O-channel
R4 DO-F B-l A 1 2 1 2-channel
Behind the number of channels, optionally further numbers or letters
type denomination to indicate different variations without influence on

Description

With this supplement the certificate is changed to D
(Annotation: ln accordance with Article 41 of
Certificates referring to 94/9/EC that were in

201413418U (20 April 2016) may be refe
201 4 I 34 lEU. Su pplementary Certifi
issues of such certificates, may
20 April 2016.)

The 8-channel (
Fieldbus Barriers are
field devices and th

The up to 12
"Ex ia lllC",
safe outputs

On the trun
connection fo
unit. Maximu

The no
and en

15.1

R4DO-F

rfler

e

The Fieldbus Ba
increased safety

Reasons for the supp

Updating to the current standards
Change to Directive 20141341,EU
Marking as an associated apparatus

15.3 Parameters

1 Supply (terminals +,-) in type of protection increased safety Ex eb
Nominalvoltage DC 16...32 V
Maximum safety voltage U' AC 253 V
Terminal S is intended for the connection of the cable shield.
The supply terminals are provided in a redundant way to loop through the supply voltage to
another Fieldbus Barrier type R4D0-FB-14.. Maximum 3 Fieldbus Barriers type R4DO-FB-IA.
may be connected to the trunk.

2 Terminals 1T, 2T for the insertion of a terminal bridge
With the terminal bridge 1T-2f an internal trunk terminator is switched on.

Page2oÍ4 ofBVS l3ATEXE 121 X/N1
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3 Terminals 18, 28 for the insertion of a terminal bridge
Terminal I B is connected to the PA-terminal, terminal 28 is connected to the shield
connector (terminal S)
With the terminal bridge 1F.-28 the shield connection is directly connected to the PA-term
Without the terminal bridge the shield connection is connected to the PAterminal via a '

capacitance of < 5.7 nF.

4 PA-terminal
For the connection to the equalization bonding conductor.

5 Output circuits in type of protection Ex ia

Terminals 1(+,-) ... 12(+,-¡

For each circuit:
Maximum output voltage
Maximum output current
Maximum output power
Minimum internal resistance
Effective internal capacitance
Effective internal ind uctance

17.1

Linear output characteristics

The intrinsically safe output circuits are safely

DC

The

uo
lo

Po

R¡

C¡

L¡

C¡

Li

1

o
ti i

¡i

safe circuits up to a voltage of 375 V
from each other.

rnal

For Group llC:
Maximum external
Maximum external i

For Group llB
Maximum
Maximum

For Group
Maximum
Maximum

lf L¡as
values of Lo and'
The reduced
of the conn
Group llC.

Up to 32 FISCO field devices can be con
passive (non-supplying).
For each field device:
Maximum internal capacitance
Maximum internal inductance

The used fieldbus cable needs to be in the following range:
Loop resistance Rc

Loop inductance Lc

Capacitance Cc

10

1 5... 1 50
0.4...1

45...200

nl-

¡rH

O/km
mH/km
nF/km

Kpe*,.,"
o 28.1269 0l m

On each output circuit a maximum cable length of 1 km for Group llC and 5 km for Groups l, llA,

llB and lllC may be connected. lf more than one device is connected, the spur cable to each
device must be shorter than 60 m. The maximum cable length must include all spur cables.
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...in accordance with the Entity-concept of Foundation Fieldbus FF-816:

Up to 6 field devices of type 111, 112,511 or 512 may be connected to each output.
Allfield devices shall be passive (non-supplying).
For each field device:
Maximum internalcapacitance C¡ 5
Maximum internalinductance L¡ 20

The used fieldbus cable needs to be in the following range:
Loop resistance R"
Loop inductance Lc

Capacitance C"

On each output circuit a maximum cable length of 1 km for Group llC and 1.9
llA, llB and lllC may be connected. lf more than one device is connected,
each device must be shorter than 60 m. The maximum cable length must
cables.

The terminals 1S...125
are intended for connection of the cable shields. They are
a capacitance oÍ < 4.4 nF for each terminal.

6 Ambient temperature range Ta

Report Number

BVS PP 14.2033 EU, as of 201

17 Special Gonditions for

The Fieldbus Barrier
temperature insi
the Fieldbus Ba

The external e

1B

CIRCUITS

Essential

The Essen

For this prod
harmonized

19

1 5... 1 50
0.4...1

45...200

r: (Vkm
mH/km

16

Drawings and documents

We confirm the correctness of the translation from
ln the case of arbitration only the German wording

DEKRA EXAM GMbH
Bochum, dated 201 8-08-22
BVS-Hk/Nu A 20180078

(
Certifier

þ þllú
Approver
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