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Type Designation Description HW / SW Revison Report–No.: 
Certification 

Status 

RSS260 + RST260-1 Sicherheits-Sensor mit RFID/ Safety Proximity 
Switch with RFID 

RSS260: LP RSS260 –“K”/ SW 1.6.x 
RSS260AS: LP RSS260 ASI "G"/ SW 1.7.x 

968/M 402.00/13 
968/M 402.01/14 

Valid 

RSS260 + RST16-1 968/M 402.01/14 Valid 

RSS260 + RST-U-2 968/M 402.01/14 Valid 

RSS260AS+ RST260-1 Sicherheits-Sensor mit RFID und ASi-
Schnittstelle/ Safety Proximity Switch with 
RFID and ASi-Interface 

968/M 402.05/16 Valid 

RSS260AS + RST16-1 968/M 402.05/16 Valid 

RSS260AS + 
RST-U-2 

968/M 402.05/16 Valid 

RSS260, RSS260AS Sicherheits-Sensor mit RFID mit/ohne ASi-
Schnittstelle/ Safety Proximity Switch with 
RFID and ASi-Interface 

968/M 402.06/17 Valid 

Beschreibung des Typenschlüssels / Description of the Type Code  

Sicherheits-Sensor mit RFID 
RSS260 [1]- [2]-  [3]- xxxx 

[1] (leer) Standard Codierung
I1 
I2 

Individuelle Codierung 
Individuelle Codierung, mehrfach anlernbar  

Safety Proximity Switch with RFID 

(blank) Standard version coding 
Individual coding 
Individual coding, repeated teaching enabled 
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[2] (leer)  ohne Diagnoseausgang
D mit Diagnoseausgang
SD mit serieller Diagnosefunktion

[3] ST
LSTM8-8-xM
LSTM12-8-xM
LSTM12-5-xM

Stecker M 8, 8-polig 
Anschlussleitung mit Stecker M8, 8-polig 
Anschlussleitung mit Stecker M12, 8-polig 
Anschlussleitung mit Stecker M12, 5-polig 

„x“ =Leitungslänge in Meter 

Sicherheits-Sensor mit RFID und ASi-Schnittstelle 
RSS260 [1]- [2]- AS- xxxx 

[1] (leer) Standard Codierung
AD 
I1 
I2 

Betätigererkennung  
Individuelle Codierung 
Individuelle Codierung, mehrfach anlernbar  

[2] ST  Stecker M 8; 8-poig 

Without diagnostic output 
With diagnostic output 
With serial diagnostic function 

Connector M 8, 8-pole 
Cable with connector M8, 8-pole 
Cable with connector M12, 8-pole 
Cable with connector M12, 5-pole 
“x" = cable length in meters 

Safety Proximity Switch with RFID and ASi-Interface 

(blank) Standard version coding 
Actuator detection 
Individual coding 
Individual coding, repeated teaching enabled 

Connector M 8, 8-pole 
LSTM12-4-xM  Anschlussleitung mit Stecker M12, 4-polig Cable with connector M12, 4-pole 
„x“ =Leitungslänge in Meter “x" = cable length in meters 
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Betätiger für RSS260 

RST260-1 
RST16-1 
RST-U-2 

RST…-.- xxxx 

Betätiger, Bauform RSS260 
Betätiger, frontale Befestigung 
Betätiger, frontale Befestigung, 
kleine Bauform 
Betätiger, Bauform RSS260 

[xxxx] Sondervarianten
(leer/blank) ohne Sonderfunktionen
-3008-xx Kundenspez. Typenschild 

Actuator for RSS260 

Actuator, Design RSS260 
Actuator, front mounting 
Actuator, front mounting, 
small design 
Actuator, Design RSS260, 

Special Versions 
Without special functions 
Customized Nameplate 

This Revision List has been agreed between the Test Institute and the manufacturer. 

Document Revision: 
Date Rev. Description / Changes Author 

2017-03-15 1.3 Addition of  “without diagnostic output” to [2] for clearification Pa/A-FS 

2015-05-12 1.2 Addition of AS-I device variants Pa/A-FS 

2015-10-05 1.3 Software change to version 1.5.6 acc. Test Report 968/FSP 1039.01/15 Pa/A-FS 

2015-12-08 1.4 Software change RSS260AS  to version 1.6.6  and RSS260 to version 1.6.1based on Report 968/M 402.04/15 Pa/A-FS 

2016-09-26 1.5 Software change RSS260AS  to version 1.7.0  (combined SW for RSxx) based on Report 968/M 402.05/16 Pa/A-FS 

2017-01-27 1.6 Addition of LST variants, Optimization of manufacturing process of PCB Pa/A-FS 

2017-08-02 1.7 NSR SW change P20600xxx with reduction of 3. Digit to x in VRL for NSR software changes Pa/A-FS 

2018-08-16 1.8 Addition of special version for sub customer Spez.- No. (3008) Pa/A-FS 

2020-01-07 1.9 Modifikation Gehäusematerial und Update Zertifikate Pa/A-FS 
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