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CERTIFICATE OF COMPLIANCE

Certificate Number  20171220-E223772
Report Reference  E223772-20130501
Issue Date  2017-DECEMBER-20

This is to certify that representative samples of the product as specified on this certificate were tested
according to the current UL requirements.

USL, CNL — Programmable Controller, AS-Interface Adapters, G10 Series. Models VAZ, followed by
T1, T2, 2T1, or 2T2, followed by FK or 2FK, followed by G10 or G10A, may be followed by nX may be
followed by yyxM, may be followed by PVC, POC, PUR, PUR-A, may be followed by V1, V1R, 2V1,
V31, 2Vv31, V3, 2V3, V11 or 2V11, followed by G, W, GV4A, or WV4A, V4A, may be followed by a
number/letter combination.

USL, CNL — Programmable Controller, AS-Interface Splitters, G10 Series. Models VAZ, may be
followed by T1, T2, 2T1, or 2T2, may be followed by FK or 2FK, followed by G10 or G10A, followed by
BRIDGE, TERMx, CLAMP, or CLAMPx, may be followed by a number/letter combination.

USL, CNL — Programmable Controller, AS-Interface I1/O Modules, G10 Series. Models VAA or VBA,
followed by 4A, 2E, 2A, 1E1A, 2E2A, or 2E1A, followed by G10 or G10A, followed by ZEJ, ZJ, ZAJ, Z,
SAJ, SEJ, ZEL, ZAL, ZL, E2L, EA2L, E2J, or EA2J, followed by nX, may be followed by yyxM, may be
followed V1, 2V1, V31, 2V31, V3, 2V3, V11 or 2V11, may be followed by G, W, GV4A, or WV4A, may
be followed by a number/letter combination.

USL, CNL — Programmable Controller, AS-Interface Fuse Module, G10 Series, models VAZ, followed
by T1, T2, 2T1, or 2T2, followed by FK or 2FK, followed by G10 or G10A, followed by F, may be
followed by nX may be followed by yyxM, may be followed by PVC, POC, PUR, PUR-A, may be
followed by V1, 2V1, V31, 2v31, V3, 2V3, V11 or 2V11, followed by G, W, GV4A, or WV4A, V4A, may
be followed by a number/letter combination.

USL, CNL — Programmable Controller, AS-Interface PTC Module, G10 Series, models VAZ, followed
by T1, T2, 2T1, or 2T2, followed by FK or 2FK, followed by G10 or G10A, followed by PTC, may be
followed by nX may be followed by yyxM, may be followed by PVC, POC, PUR, PUR-A, may be
followed by V1, 2V1, V31, 2V31, V3, 2V3, V11 or 2V11, followed by G, W, GV4A, or WV4A, V4A, may
be followed by a number/letter combination.
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