
1 Baum usterprüfbeschein ig u ng
2 Geräte zur bestimmungsgemäßen Verwendung in explosionsgefährdeten Bereichen

Richtlinie 201413418U

Nr. der Baumusterprüfbescheinigung: BVS 16 ATEX E 081 X3

4

5

6

7

Produkt:

Hersteller:

Anschrift:

EN 60079-0:2012 + All:201
EN 60079-7:2015
EN 60079-31:2014

l0 Falls das Zeic
Bescheinigung

11 Diese Baumu
Produkte.
Für den Herste
zu erfüllen, die

12 Die Kennzeichnung

Display Unit Typ DPU1200J2-* lür das System VisuNet GXP

Pepperl+Fuchs GmbH

Lilienthalstraße 200, 68307 Mannheim, Deutschland

Die Bauart dieses Produktes sowie die verschiedenen zulässigen Ausfrihrun
dieser Baumusterprufbescheinigung festgelegt.

B Die Zertifizierungsstelle der DEKRA EXAM GmbH bescheinigt,
Gesundheits- und Sicherheitsanforderungen für die
bestimmungsgemäßen Venruendung in explosio
Richtlinie erfüllt.
Die Ergebnisse der Prüfung sind in dem vertrau

9 Die wesentlichen Gesundheits- und
mit den Normen

il

@

DEKRA EXAM GmbH
Bochum, den 12.09.2016

þ!*
Zertifizierer Fachzertifizierer
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13 Anlage zur

14 Baumusterprüfbescheinigung
BVS 16 ATEX E 081 X

15 Beschreibung des Produktes

Gegenstand und Typ

Display Unit Typ DPU1200-J2-***r*-**-**-X
für das System VisuNet GXP

DPU 1200_J2_xxxxx_xx_xx_x

15.1

15.2 Besch

Zündschutzart
Die Display Unit wird über
Typ.CU1200-J2-* der
BVS 16 ATEX E O82X

Ohne Einfluß auf den Explosionsschutz

Rahmen
NN- Kein Rahmen
51- Rahmen zum Einbau
XX- jede alphanume
anderer Rahmeno

Front-T
F1- 5

e

D e Disp ay Unit

15.3

15.3.1

Zündschutzart Erhöhte Sicherheit,,ec"

Kenngrößen

Elektrische Kenngrößen

Thermische Kenngrößen

zulässiger Umgebungstemperaturbereich am Einbauort

Temperaturklasse

maximale Oberflächentem peratur T

Typ DPU1200-J2-*: nur zum Anschluss an die Thin Client UniVPersonal Computer Unit
Typ .CU1 200-J2-* der Firma Pepperl+Fuchs gemäß Baumusterprüfbescheinigung
BVS 16 ATEX E O82X

15.3.2

-20'C...+50'C
-14

80'c
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16 Prüfprotokoll

BVS PP 16.2150 EU, Stand 12.09.2016

Besondere Bedingungen für die Verwendung

Die Display Unit Typ DPU1200-J2-* darf nur in Verbindung mit der
Thin client uniuPersonal computer unit ryp .cu12oo-J2-* der Firma pepperl+Fuchs
gemäß Baumusterprüfbescheinigung BVS 16 ATEX E 0g2x verwendet werden.

Die Gefahr der Entzündung auf Grund von Gleitstielbüschelentladungen ist zu verhindern
indem die Geräte nicht in Bereichen mit intensiver elektrostatischer Àufladung installiert
werden.

Wesentliche Gesundheits- und Sicherheitsanforderungen

Die wesentlichen Gesundheits- und sicherheitsanforderungen sind du
gelisteten Normen abgedeckt.

Zeichnungen und Unterlagen

Die Zeichnungen und Unterlagen sind in dem vertrau

17

17.1

19

17.2

18
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2

Translation

the documents referred to therein.

I DEKRA EXAM GmbH certifies that this product has been
and Safety Requirements relating to the design and
potentially explosive atmospheres given in Annex ll
The examination and test results are recorded i

9 Compliance with the Essential Health

Type Exam¡nat¡on Gertificate
Equipment intended for use in potentially explosive atmospheres
Directive 201413418U

Type Examination Certificate Number: BVS 16 ATEX E 081 X

Product: Display Unit type DPU1200J2-* lor the system VisuNet GXP

Manufacturer: Pepperl+Fuchs GmbH

Address Lilienthalstraße 200, 68307 Mannheim, Germany

This product and any acceptable variations thereto are specified in the a

3

4

5

6

7

EN 60079-0:2012 +
EN 60079-7:2015
EN 60079-31:2014

10 lf the sign "X" is pl
Special Condition

11 This Type
Further requ
These are not

12 The marking of

All:2013

@ ll 3G Ex ec
ll 3D Ex tc

DEKRA EXAM
Bochum, 2016-09-12

Signed: Günther Schumann

Certifier

Signed: Dr. Michael Wittler

Approver

lf onn s
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13 Appendix

14 Type Examination Certificate
BVS 16 ATEX E 081 X

15 Product description

Subject and type

D is p lay U n it type DPU 1 200 - J2-*****-**-**-**-X
for the system VisuNet GXP

DPU 1200_J2_****x_**_ xx-x

15.1

15.2

15.3

15.3.1

DAKKS

Bezel
NN-
s1-
XX-

Marking without influence on explosion

No bezel
Bezel for mountin
Any alphan

Front
F1-

The Display Unit type
protection lncreased
The Display Unit is s
type .CU1200-J2-* of com
BVS 16 ATEX E OB2X via
protection lncreased Safety,,ec" resp.

Parameters

Electricaldata

Type DPU1200-J2:: only for connection to the Thin Client UniUPersonal Computer Unit
type .CU1200-J2-* of company Pepperl+Fuchs according to Type Examination Certificate
BVS 16 ATEX E O82X

15.3.2 Thermaldata

permitted ambient temperature range at the place of mounting

temperature class

maximum surface temperature T

-20"C...+50'C

T4

80'c
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A

16

17

17.1

Report Number

BVS PP 16.2150 EU, as of 2016-09-12

Special Conditions for Use

The Display unit type DPU1200-J2-* may only be used in connection with the
Thin client uniuPersonal computer unit type .clJ12oo-J2 of company pepperl+Fuchs
according to Type Examination Certificate BVS 16 ATEX E 0g2X.

The danger of ignition due to propagating brush discharges must be avoided by mounting
the apparatus in areas without intensive electrostatical charging mechanism.

Essential Health and Safety Requirements

The Essential Health and Safety Requirements are covered by the sta

17.2

18

er item 9.

19 Drawings and Documents

Drawings and documents are listed in the confidential report.

We confirm the correctness of the translation from the
ln the

Page 3 of 3 of BVS 1 6 ATEX E 081 X
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Bau m usterprüfbeschei n i g u n g
Nachtrag 2

2 Geräte zur bestimmungsgemäßen Venrendung i n explosionsgefäh rdeten
Richtlinie 20141341EU
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3

4

5

6

7

Nr. der Baumusterprüfbescheinigung: BVS 16 ATEX E 081 X

Produkt Display Unit Type DPUl200-J2-*****-**-**-X für das System

Hersteller: Pepperl+Fuchs SE

Anschrift: Lilienthalstraße 200, 68307 Mannheim, Deutschland

Dieser Nachtrag erweitert die Baumusterprüfbescheinigung Nr. BVS
die gemäß der Spezifikation in der Anlage der Bescheinigung
wurden. Die Ergänzungen sind in der Anlage zu dieser
zugehörigen Dokumentation festgelegt

I Die Zertifizierungsstelle der DEKRA Testing and
wesentlichen Gesundheits- und
Produkten zur bestimmungsgemäßen
ll der Richtlinie erfüllt.
Die Ergebnisse der Prüfung si

I Die wesentlichen Gesu
Berücksichtigung vo

EN IEC
EN tEC 60079-
EN 60079-31

10 Falls das
Besc

11 Diese
Produ
Für
zu

12 Die

@

DEKRA Testing and Certification GmbH
Bochum, 24.02.2021

II
hrer

( oot*:*,.
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Dieses Zertifikat darf nur vollstàndig und unverändert weiterverbreitet werden.
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15.1

15.2

Anlage zur

Baumusterprüfbeschein i gu ng

BVS 16 ATEX E 081 X
Nachtrag 2

Beschreibung des Produktes

Gegenstand und Typ

Display U nit Typ DPU 1 20O-J2-*****-**-**-X
für das System VisuNet GXP

DPU I 200-J2-*****-**-**-X

Die
in der

Ohne Einfluss auf den Explosi

Rahmen
NN- Kein Rahmen
S1- Rahmen zum E
XX- Jede al

DEKRA Testing and Certification GmbH, Handwerkstraße 15, 70565 Stuttgart
Zertifizierungsstelle: Dinnendahlstraße 9, 44809 Bochum

Telefon +49.234.369ô-400, Fax +49.234.3696-401 , DTC-Certification-body@dekra.com

F

Die
Die D isplay Unit rivird ne
Typ .CU1 200-J2-... der Firma
BVS 16 ATEX E 082 X versorgt. Die en an die
Zirndschutzart Erhöhte Sicherheit,,ec" bzw. Schutz úrch: se ,,tc"

Gründe des Nachtrags:

. Ergänzung eines nicht sicherheitsrelevanten Bauteils im Schaltplan und folglich Redesign des
Layouts der Main-PCB;

o Aktualisierung auf die neuen Normen:

EN IEC 60079-0:2018

EN I EC 60079-7 :2O1 5l A1 :2018

Seite 2 von 3 zu BVS 16 ATEX E 081 X/ N2 - Jobnumber 342104200
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15.3 Kenngrößen

15.3.1.1 Typ DPU1200-J2-*****-**-**-X: nur zum Anschluss an die Thin Client

É,Y
l¡¡
ô

A

Typ *CU1 2OO-J2-... der Firma Pepperl+Fuchs gemäß Baumusterprüfbesche
BVS 16 ATEX E 082 X

1 5.3.1.2 Bluetooth-Schnittstelle
Nur für Varianten mit Typencode ,,F2":
Frequenz 2,4 GHz
Maximale RF-Sendeleistung I dBm

15.3.2 Thermische Kenngrößen

Zulässiger Umgebungstemperaturbereich am Einbauort

Temperaturklasse

Maxim ale Oberflächentem peratur T

-20'C...+50 "C

14

80 "c

16 Prüfprotokoll

BVS PP 16.2150 EU, Stand 24.02.2021

17 Besondere Bedingungen für die

17.1 Die Display Unit Typ DPUI
Thin Client UniVPersonal
gemäß Baumu

11.2 Die Gefahr der E
indem die Geräte
werden

18 Wesentl

Die
geli

19 Zeich

Die

( DAKKS
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Translation

Type Examination Gertificate
Supplement2
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A

2 Equipment intended for use in potentially explosive atmospheres
Directive 2O14l34lEU

3

4

5

6

7

Type Examination Certificate Number: BVS 16 ATEX E 081 X

Product:

Manufacturer:

Address:

Display Unit Type DPU1200-J2-*****-**-**-X for the

Pepperl+Fuchs SE

Lilienthalstraße 200, 68307 Mannheim, Germany

This supplementary certificate extends Type Examination
to products designed and constructed in accordance with the
said certificate but having any variations specified in the
documents referred to therein

I DEKRA Testing and Certification GmbH
Essential Health and Safety Require
for use in potentially explosive
The examination and test res

q The Essential Health

EN IEC
EN rEC 60079-
EN 60079-31:

10 lf the sign
Cond itions

11 This
Further
These

12 The m

@

DEKRA Testi d Certification GmbH
Bochum,202 1-02-24

Signed: Jörg-Timm Kilisch

Managing Director

Page 1 of 3 of BVS 16 ATEX E 081 X / N2 - Jobnumber 342104200
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13 Appendix

Type Examination Gertificate

BVS 16 ATEX E O8I X
Supplement 2

14
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A

15 Product description

Subject and type

Display Unit type DPUl 200-J2-*t***-**-**-**-X
for the system VisuNet GXP

DPU 1 200-J2-*****-**-**-X

15.1

Marking without influence on

Bezel
NN-
s't-
XX-

No

15.2

ñ puter Unit type
*CU12O0-J2-... of company Pepperl+Fuchs ination certificate
BVS 6 ATEX E 082 X via a plug nd socket tfil ling the requirements of type of

"tc".protection ncreased Safety ,,ec" resp. Protection by enclosure

Reasons for this supplement:

¡ An addition of a non-safety-related component in schematic and consequently a redesign of '

layout of main PCB;

. Update of the new standards:

EN IEC 60079-0:2018

EN IEC 60079-7 :2015/Al :20'l 8

(o tH..""
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15.3 Parameters

15.3.1 Electrical data

15.3.1.1 Type DPU1200-J1-*****-**-**-X: onlyfor connection to the Thin Client UniUPergon
Type *CU1200-J1-... of company Pepperl+Fuchs according to Type Examination
BVS 16 ATEX E 082 X
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A

15.3.1 .2 Bluetooth-lnterface
Only for variants with typecode ,,F2"
Frequency
Maximum RF transmission power

2.4 GHz
I dBm

15.3.2 Thermaldata

Permitted ambient temperature range at the place of mounting

Temperature class

Maximum surface temperature T

-20"c

T4

16 Report Number

BVS PP 16.2150 EU, as of 2021-02-24

17 Special Conditions for Use

17.1 The Display Unit Type DPU
Thin Client UniUPerso
according to Type

17.2 The danger of ign
the apparatus

18 Essential

The

19 Drawi

Drawi

We confirm the
ln the case of

DEKRA Testing and Certification
Bochum, 2021-02-24
BVS-Fro/MGR A202A1188

I
aging Director

( ont*:..""
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