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VARIATION TO EQUIPMENT

1 Following appropriate assessment to demonstrate compliance with the requirements of the EN 60079
series of standards, the documents previously listed in section 9, EN 50014:1997 (amendments A1 to
A2), EN 50020:2002, EN50020:1994 and EN50284:1999, were replaced by EN 60079-0:2012 and
EN 60079-11:2012, the markings were updated accordingly (see below) and a special condition for
safe use was introduced and therefore an ‘X’ suffix was added to the certificate number.

II  1G

Ex ia IIC T4 Ga (Ta = -20°C to +60°C)
2 The drawing suite was updated and replaced by new documents.

DESCRIPTIVE DOCUMENTS

New drawing number Sheets Rev. Date (Sira stamp) Title

816-087-XXX-AAD 1 of 2 A 09 Sep 15 T2000 Relay Ass’y sht1 of 2 

816-087-XXX-AAD 2 of 2 A 09 Sep 15 T2000 Relay Ass’y sht2 of 2 

701-085-000-AAD 1 of 1 A 09 Sep 15 Actuator Beam 

699-138-001-AAD 1 of 1 A 09 Sep 15 Bottom PCB artwork

699-138-000-AAD 1 of 1 A 09 Sep 15 Top PCB artwork

699-136-000-AAD 1 of 2 A 09 Sep 15 Top PCB assys+parts lists

699-136-000-AAD 2 of 2 A 09 Sep 15 Botton PCB assys+parts lists

961-160-XXX -AAD 1 of 3 A 09 Sep 15 Pre-final Assy

961-160-XXX -AAD 2 of 3 A 09 Sep 15 Pre-final Assy

961-160-XXX -AAD 3 of 3 A 09 Sep 15 Pre-final Assy

961-161-000-AAD 1 of 3 A 09 Sep 15 General assembly and part # matrix

961-161-000-AAD 2 of 3 A 09 Sep 15 General assembly and part # matrix

961-161-000-AAD 3 of 3 A 09 Sep 15 General assembly and part # matrix

699-137-XXX-AAD 1 of 2 A 09 Sep 15 Schematic top PCB

699-137-XXX-AAD 2 of 2 A 09 Sep 15 Schematic bottom PCB

632-460-000-AAD 1 of 1 A 09 Sep 15 Certification label material details

SPECIAL CONDITION FOR SAFE USE

The enclosure is manufactured from aluminium. In rare cases, ignition sources due to impact and friction
sparks could occur. This shall be considered during installation, particularly if the equipment is installed in a

zone 0 location.
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