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1. DTM Interface Technology 2 (Version 1.4.110.76) 
 
a. Inhalt / Table of contents 

 

Device Protocol Group Device Version 

ED2-UT-*FDT P2P Temperature 1.4.110.76 / 2019-08-30 

HiC2081 FDT P2P Temperature 1.4.110.76 / 2019-08-30 

HiD2081 FDT P2P Temperature 1.4.110.76 / 2019-08-30 

HiD2082 FDT P2P Temperature 1.4.110.76 / 2019-08-30 

HiD2891 FDT P2P Digital Input 1.4.110.76 / 2019-08-30 

KCD2-UT2-* FDT P2P Temperature 1.4.110.76 / 2019-08-30 

KF*-CRG-* FDT P2P Analog Input 1.4.110.76 / 2019-08-30 

KF*-CRG2-* FDT P2P Analog Input 1.4.110.76 / 2019-08-30 

KF*-GUT-* FDT P2P Temperature 1.4.110.76 / 2019-08-30 

KF*-UFC-* FDT P2P Digital Input 1.4.110.76 / 2019-08-30 

KF*-UFT-* FDT P2P Digital Input 1.4.110.76 / 2019-08-30 

KF*-UT2-* FDT P2P Temperature 1.4.110.76 / 2019-08-30 

KF*-WAC2-* FDT P2P Analog Input 1.4.110.76 / 2019-08-30 

KFD2-GU-* FDT P2P Temperature 1.4.110.76 / 2019-08-30 

KFD2-UT-* FDT P2P Temperature 1.4.110.76 / 2019-08-30 

P2P RS232 FDT P2P FDT 1.1.17 / 2011-06-15 

 
b. Bekannte Funktionseinschränkungen/ 

Known functional restrictions 
 

                    -/- 
c. Was ist neu? / what is new? 

 Bug fixed within KF*-UFC-*FDT DTM 

 Update to the K-ADP-USB Point to Point RS232 Driver  
o Old version: 2.08.24 2012-04-10  
o New version: 2.12.28 2017-08-16 (receives Windows 10 Support) 
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