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EXTERNE ULTRASCHALL SENSOREN 

EXTERNAL ULTRASONIC SENSORS  
        3RG61..-.MM00-PF 
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Betriebsanleitung Deutsch 
 

Anwendungsbereich: 

Der Ultraschallsensor ist ein berührungslos und kontaktlos 

arbeitender Distanz-Sensor nach dem Echo-Laufzeitverfahren. 

Das Material und die Oberflächenbeschaffenheit des zu 

erfassenden Objektes können weitgehend beliebig sein. Die 

Objekte können von unterschiedlicher Form, durchsichtig 

oder eingefärbt, fest oder flüssig oder pulverförmig sein.  

Vorzugsweise ist der Sensor in Verbindung mit dem 

Auswertegerät 3RX2110 / 3RX2110-1A zu verwenden. 

 
 

Technische Daten: 

 

 
 

 
 

 

 

 

 

B II 
Externe Sensoren 
 

Anschlüsse 
• Stecker M12 
 

Temperaturbereich: 
• Betrieb: -25°C…70°C 
• Lagerung: -40°C…85 °C 
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EXTERNE ULTRASONIC SENSORS 

 

3RG61..-.MM00-PF 

 

 

Instructions    English 
 

 

Application:  

The Ultrasonic sensor is of the remote solid-state proximity type. The Material and surface quality of the objects to be 

sensed are of little significance. The objects may be of different shapes, transparent, colored, solid, and liquid or in 

powder form.  

The sensor should be used in conjunction with evaluator 3RX2110 / 3RX2110-1A. 

 
 

 

Technical Data: 

  

 
 

 
 

 
 

 

 
 

B II 
External Sensors 
 

Connections 
• M12 connector 
 

Temperature range: 
• Operation: -25°C…70°C 
• Storage: -40°C…85 °C 
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