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Cable sockets

Cable sockets

5-pin, 12-pin cable sockets

Cable sockets - 9-pin, 16-pin, 19-pin, 26-pin

As to whether a plug system rotates clockwise or anti-clockwise is determined on the side of the pin contacts.

Description Cable socket

Model number 9414A 9414B 9416 9416C 9416L
Cable socket 9414

Cable socket 9416

Design Cable socket Cable socket Cable socket Cable socket Cable socket

Number of 
pins

Socket, 5-pin Socket, 5-pin Socket, 12-pin Pin, 12-pin Socket, 12-pin

Special 
features

straight angled
straight

clockwise rotation
straight

clockwise rotation

straight
anticlockwise 

rotation

Protection 
class

IP65 IP65 IP68 IP68 IP68

Pin 
configuration

Description Cable socket

Model number 9420 9424 9426 9426C 9429
Cable socket 9420

Cable socket 9424

Cable socket 9426

Cable socket 9429

Design Cable socket Cable socket Cable socket Cable plug Cable socket

Number of 
pins

Socket, 16-pin Socket, 19-pin Socket, 26-pin Pin, 26-pin Socket, 9-pin

Special 
features

straight straight straight straight
straight

Sub-D socket

Protection 
class

IP68 IP68 IP67 IP67 No data

Pin 
configuration
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